N42RF exhaust plumbing layout

version 1, 2/06/2013

LTl sample and exhaust ports: - ./ </
1/2'" SS Swage bulkhead
custom KF 50 flange LTI

(B1 cab. fwd, FS 371)

y LTl sample port: LT
1/2" SS Swage bulkhead "
(B3 cab. aft, FS 426) 172" 58

Sta. 2 and 3 exhaust ports:
1/2'" PFA elbow bulkhead
1/2" PFA elbow bulkhead

(sidewall, FS 510)

FD

Black: stainless steel
Blue: PFA Teflon
Red: Silicone

MO cdl line:
116" x 0.030" 5S tubing

116" union termination
St}j'/%g/x (overhead, FS 430)
74"
5?5” C3X ground and exhdust ports:

1/8"°SS Swage bulkhead (02)
174" SS Swage bulkhead (ZA)
3/8" SS Swage bulkhead
1/2" SS Swage bulkhead
(MELC. fwd, FS 514)

//'2//
Sta. 4 exhaust port:
3/8" PFA elbow bulkhead Sta.4
(sidewall, FS 586) 378"
MO cal line:
1/716" x 0.030" SS tubin
716" union termimnation
overhead, FS 772)
Dual
Pass
Dual Pass. exhdust port:
1/2" PFA elbow bulkhead
(sidewall, FS 787)

?3)( ground ports:

/8'"°SS Swage bulkhead (02
1/4" PFA elbow bulkhead (ZA
(sidewall, FS 775)

Sta. 8. exhaust port:
3/8"" PFA elbow bulkhead
(sidewall, FS 880) Sjt/d.%%/

Sta.5 Sta.7
5/5// j/ ’”
7

Sta.6 70
B——

Sta. 5, 6, and 7 exhaust ports:
3/8" PFA elbow bulkhead

3/8" PFA elbow bulkhead

3/8" PFA elbow bulkhead

1" PFA elbow

1" PFA elbow

(sidewall, FS 828-834)



